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Telephone Solution - Krone
Connection Module, Protection Magazine and Arrester
Insertion Tool, Tester and Accessories

LSA + Back Muunt Frame

=

4 Telephone Solution - Telephone Accessories
A%, Lineman Test Set, Screw Termina

-

S Cable Jumper Wire, Wire Connector

bx Telephone Solution - Telephone Cabinet
“ Indoor Wall Mount Cabinet, Indoor Floor Mount Cabinet

Outdoor Wall Mount Cabinet, Indoor Plastic Box, Outdoor Plastic Box
- Free Standing Rack, Cross connect Cabinet

A
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- Telephone Solution - Cabinet Accessories
Connection Module, Protection Magazine and Arrester

Insertion Tool, Tester and Accessories

STG Back Muunt Frame
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Fiber Optic Solution

Fiber Optic Cable, Connector, Adaptor Plate
Pigtail, Cable Assembly

Accessories For Fiber Optic Solution

. pa—
N

Rack Solution

Floor Mount Rack, Wall Mount Rack, Fixed Shelve, Slide Shelve

Blank Panel, Cable Management, Ventilating Fan, AC Power 6-12 Outlets
Accessories for Rack
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Telephone Solution
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LSA+ Connection Module
101101 LSA+ Connection Module
101102 LSA+ Disconnection Module

LSA+ Disconnection Module

3 Pole Gas Tube
Protection Magazine

Surge Arrester
101102 Protection Magazine
103323 3 Pole Gas Tube Surge Arrester
a Lssondona: 10 (D wsol Eart Bar
e SO08L 10 fae

102101 LSA+ Insertion Tool

Test Cord anELIENGAOL

AUy rulseRrT mshiony

Lineman Tast Saf HEoaLT

2 Pole Test Cord 4 Pole Test Cord

105203 2 Pole Test Cord
105204 4 Pole Test Cord
1

Label Holder iwLimermilyaoy

Aarlionu awnsnnoauaaunsald

104203 Label Holder

Disconnection Plug QUNSMUdLSTL
arunninsawribga 1 gane WG

Disconnection Module L

104101 Disconnection Plug

donliEaury s, Dios,

LSA+ Gonnection Module

A technically and commercially superior quick connection system for all state-of-
the-art networks. Contacts that ensure the highest degree of reliability even under
the most adverse environmental and climatic conditions. A completely reliable,
gas-tight connection between the contact and conductor.

EA
EA

226
267
Protection Magazine

This basic protection magazine is recommended for use as a basic overvoltage
protection in analog and digital telecommunication systems. The magazines are
designed for the complete equipping of LSA-PLUS disconnection or connection
modules. For installation in LSA PROFIL distributors. earth contact clips are
required to establish earth contact with the profile rods

EA
EA

440

30
Comprotect

The plug is designed for LSA-PLUS Disconnection with earth bars and earth
contact clips. The protection circuit consists of a 3-pole overvoltage arrestor,
fail-safe contact, reversible overcurrent protection compenents and diodes for
secondary protection.

EA 860

LSA+ Insertion Tool

The LSA-PLUS® insertion tool with sensor is the key o unparalleled contact
reliability and guarantees fast and clean working. Simply applying pressure
with the tool enables the wire to be trimmed and connected in a gas-tight

connection in a single action.
EA 2,556
Test Cord
2 Pole Test Cord help test telephone lines and loop testing from MDF to
telephone outlets,
4 Pole Test Cord help test telephone lines and loop testing from subscriber
end to exchange side MDFs.
EA 1,000
EA 1,000
Label Holder
Easy identification of terminations, for mounting on a 10 pair LSA-PLUS®
module. No need to remove when using test plugs or inserting jumper

wires. Labels can be ordered separately.

EA 20
Disconnection Piug
Used for disconnecting single subscriber line or for simultaneous
disconnection of all subscriber lines in LSA-PLUS® disconnection
module 2/10.

EA 40




| Telephone Solution
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This versatile range of Back ount Frame compliments the modular concept of
1Pos12mm. 2 Pos 12 mm, 3Pos12mm. 6 Pos 22 mm.

& &

11 Pos 22 mm. 11 Pos 40 mm. 22 Pos 40 mm. 27 Pos 40 mm.

the LSA+ module system.. by allowing virtually any size frame combination to
be ctreate. These frames are especcially useful for installation in existing
cabinets e.g. equipment consoles, switchboards, distribution cabinets etc.

All back mount frames are manufacturered from corrosion resistant stainless
steel, thus ensuring a reliable earth contact for the over oltage protection

facility. Earth connection points are at regular intervals on either side of the
frame.

33 Pos 40 mm. 44 Pos 40 mm, 55 Pas 40 mm,

106601 LSA+ Back Mount Frame 1 Position Deep 12 mm. EA 26

106602 LSA+ Back Mount Frame 2 Position Deep 12 mm. EA 50

106603 LSA+ Back Mount Frame 3 Position Deep 12 mm. EA 75
106608 LSA+ Back Mount Frame 6 Position Deep 22 mm. EA 150
106610 LSA+ Back Mount Frame 11 Position Deep 22 mm. EA 275
106611 LSA+ Back Mount Frame 11 Position Deep 40 mm. EA 205
106612 LSA+ Back Mount Frame 22 Position Deep 40 mm. EA 500
106613 LSA+ Back Mount Frame 27 Position Deep 40 mm. EA 725
106614 LSA+ Back Mount Frame 33 Position Deep 40 mm. EA 885
106615 LSA+ Back Mount Frame 44 Position Deep 40 mm. EA 1,180
106616 LSA+ Back Mount Frame 55 Position Deep 40 mm. EA 1,475

LSA+ Rack Mount Back Mount Frame
19" Recessed LSA+ Back Mount Frame for 19" rack mounting. For mounting

of LSA+ modules. Recessed to allow better clearance of doors on rack.

4005
5

1 03—

F 12} 1
B T
: o " o 3= 1426
LSA+ Rack Mount Back Mount Frame CO0GaCRICTLG Rack 197 Uiasgisbid L 8 =
B A

Dimension

106617 LSA+ Rack Mount Back Mount Frame 3X5 Position EA 850

Tilunartimdoomssous U s TS LUACUIDICDS ILGITE LS UUIASOSACUIIT0S Jumper Wire Guide

“H Ssupport

Back Mount Frame Set
Set of back mount frame set for MDF cabinet designed to be installed in MDF

°C° Support

/
S
o

g

=N
SN

series cabinet. Back mount frame set easy to install and use. The back mount
frame comprising a H shape and finishing color as the cabinets. Thera are

available in 3 sizes, including 33 44 and 55 Position.

Back Mount Frame Set LsnotcDe Back Mount Frame AUSAoUGITL

)

Assembly 33 Pos 40 mm. 44 Pos 40 mm, 55 Pos 40 mm.

(5 EIFENSUED H WUALTaa LS Gaor U B msUaoauiug MOF iuudbiiu

106506 LSA+ Back Mount Frame Set 33 Position Deep 40 mm. EA 1,620
106508 LSA+ Back Mount Frame Set 44 Position Deep 40 mm. EA 1,915
106510 LSA+ Back Mount Frame Set 55 Position Deep 40 mm. EA 2,210
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Disconnection Module

. - | -
Cat.5 transmission performance as standard. These modules can be used in any

Disconnection Medule Discornecton Modile modern network and are fully compatible with applications such as xDSL or Pair
With Earth Bar gain. Suitable for high-density applications.
900021 Cat.5 3M Disconnection Module EA 205
900021 Cat.5 3M Disconnection Module With Earth Bar EA 242

Earth Bar J5iiodadb Single Single Pair Protector
= ) Parr frotector 1 dosoust 100974 gingle-pair protection is designed to increase flexibility in network management.
&S # // Single-pair protection can be removed separately only on faulty lines. Protection

7 P circuits from standard overvoltage and current protection and fast 5-pole protection.

Earth Bar
3M Single pair Protector SOR PU 7
3M Single pair Protector SOR PU 8

905026 3M Single pair surge protection SOR PU 8C EA 85
905027 3M IPM Single pair for overvoltage and overcurrent protection SOR PU 7C EA 160
905025 Earth Bar EA 25

ISR TEORSSINSILCD

Oeraonienaneiiniuld

Connection Tool
The Connection Tool is the standard tool used for data and telephone cabling
in telecom networks. The Connection Tool allows quick, accurate and low impact

contact termination in connection or disconnection modules. The Gonnection Tool

3M Tool for STG 8M Tool for STG/LSA+ can be used in STG module series where a large number of single wires need to
be distributed or connected.
905051 3M IDC termination tool SOR-OC-5-in for STG module EA 2,400
905061 3M IDC termination tool SOR-PKS-IS STG & LSA module EA 3,500

Label Holder

| Il ML
Lt Holder IAugxnTUE. Easy identification of terminations, for mounting on a 10 pair for STG

FAEI A NNENIOOILEELINS T
module. No need to remove when using test plugs or inserting jumper

wires. Labels can be ordered separately.

905090 Label Holder EA 20

"’ e ———
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: \ “’j Al s, Dicas, 4 Pole Test Plug help test telephone lines and loop testing from subscriber

)

Test Plug aieiiancnau
Test Plug

x‘_‘/ deolisu

5 > Linerman Test Set HEdUY end to exchange side MDFs.

4 Pole Test Plug
905073 3M-SOR-IB 4 Pole Test Plug With 6- Meter Cord EA 1,000
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New Product ‘'ldgaslfiasasiialunisidians

3M Quic Connect System (QCS) 2810
(IDC) termination system from 3M. The QCS 2810 system is a simple-to-use,

tool-less copper block; an ideal solution for outside plant applications. Whether in
cross-connect cabinets or at the edge of the network, the gel-filled 2810 system is

Gel Module the solution.

New demands in an age of information

Every day, local loop providers work to provide enhanced customer services such
as data access with faster Internet transmission, video-on-demand and video
conferencing. Many providers are deploying ADSL2+ & VDSL2 over twisted pair

copper cable to meet these demands. As new technologies migrate into the local

loop, the importance of connections in the embedded plant increases. 3M provides

connectors you can trust.

Visual confirmation without signal loss

Contact integrity is critical, not only at the time of installation but over the life of the
connector. The QCS 2810 system can be re-opened without breaking the circuit for
visual validation of the IDC connection. High-integrity gel encapsulation protects

against moisture and corrosion, and is designed to remain in place even after multiple

wire insertions.

3M-2810 Test Cord for Gel Module

Tesl Cord ATE1ENTAOL 3M-2810 Test Cord for Gel Module help test telephone lines and loop testing from MOF to
Arunrulnssis mshio Gel Module 10 Pair

dovlisaur nsdwn, Tiaos,

Linernan Test Set A520UT

Test Cord Gel

205
800

900031 3M -2810 Gel Module 10 Pair
905077 3M-2810 Test Cord for Gel Module

gL
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\ \/ \/ \:'/ STG Back Mount Frame

This versatile range of Back Mount Frame compliments the modular concept
1 Pos 30 mm. 2 Pos 30 mm, 3 Pos 30 mm. 6 Pos 30 mm.

~ =
& &

11 Pos 40 mm, 22 Pos 40 mm. 27 Pos 40 mm.

of the STG module system.. by allowing virtually any size frame combination
1o be ctreate. These frames are especcially useful for installation in existing
cabinets e.g. equipment consoles, switchboards, distribution cabinets etc.

All back mount frames are manufacturered from corrosion resistant aluminium.,

thus ensuring a reliable earth contact for the over voltage protection facility.

P Earth connection points are at regular intervals on either side of the frame.
y e /

33 Pos 40 mm. 44 Pos 40 mm. 55 Pos 40 mm.
908030 STG Back Mount Frame 1 Position Deep 30 mm. EA 26
908040 STG Back Mount Frame 2 Position Deep 30 mm. EA 50
908050 STG Back Mount Frame 3 Position Deep 30 mm. EA 15
908080 STG Back Mount Frame 6 Position Deep 30 mm. EA 150
908130 STG Back Mount Frame 11 Position Deep 40 mm. EA 295
908150 STG Back Mount Frame 22 Position Deep 40 mm. EA 590
908160 STG Back Mount Frame 27 Position Deep 40 mm. EA 725
908170 STG Back Mount Frame 33 Position Deep 40 mm. EA 885
908180 STG Back Mount Frame 44 Position Deep 40 mm. EA 1,180
908190 STG Back Mount Frame 55 Position Deep 40 mm. EA 1,475
STG Rack Mount Back Mount Frame im 5U

‘ 19" Recessed STG Back Mount Frame for = =
19" rack mounting. For mounting of STG = 1%
o=
modules. Recessed to allow better clearance H~2215
2X6 Position 2X11 Position

of doors on rack.

=
S5TG Rack Mount Back Mount Frame biariciachldilg Rack 19" whasgiudi Jumper Wire Guide Panel High
Tilunsrancoumissaus LUlnsaw LS UABUTIOOS UG T LS UUIFSOUERNOLITICES
908191 STG 3U Rack Mount Back Mount Frame 2X6 Position Deep 30 mm. EA 850
908192 STG 5U Rack Mount Back Mount Frame 2X11 Position Deep 30 mm. EA 1,700

Back Mount Frame Set
Set of back mount frame set for MDF cabinet designed to be installed in MDF
series cabinet. Back mount frame set easy to install and use. The back mount

, "H Ssupport

frame comprising a H shape and finishing color as the cabinets. Thera are

available in 3 sizes, including 33 44 and 55 Position.

Back Mount Frame Set Usiouchy Back Mount Frame Ausnouid il
7 MDF nuLabw

S 5
L] e ST

IEINENSLTD H WUGLCIEUS IMIGES

Assembly 33 Pos 40 mm. 44 Pos 40 mm. 55 Pos 40 mm.

908020 STG Back Mount Frame Set 33 Position Deep 40 mm. EA 1,620
908021 STG Back Mount Frame Set 44 Position Deep 40 mm. EA 1,915
908022 STG Back Mount Frame Set 55 Position Deep 40 mm. EA 2,210
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Screw Terminal
Connection modules with screwed or soldered contacts, the 15-pairs screw
terminal are ideal for a wide range of connection duties internally and externally.

- Capacity 15 pairs - Easy to install and manage

- Simple to terminals (screwed) - Compact design (contacts arrayed on levels)
EXDN® - Generously dimensioned insulation - Screw mounted on flat surfaces

902016 15 Pairs Screw Terminal EA 250

Cable Jumper Wire
For cross connections on main distribution frame and in terminals in the

telephone exchanges.

lefuenedmsims Cross Cornect Suulnsawrimeiug

MDF, TC 130 Cross Connect Cabinet

908272 Cable Jumper Wire 0.5 mm. / 200 m. EA 750

Wire Connector Type UR

The UR connector accepts two or three solid copper conductors for butt
splicing. The connector is filled with a sealant to provide moisture resistance.
RUS Listed.

UR Connector Dicoa eisefrinsridasiaunnlaand 1 on 1
MDF ./ sodonicnsnenelug 1 aon 2

908291 UR Connector 100 Pes/Box Box 700

Wire Connector Type UY
@ The small size of the UY connector reduces the splicing bundle O.D. to a

minimum. The connector's two ports accept two solid copper conductors.

J The connector is filled with a sealant to provide moisture resistance. RUS
UY Connector licioanulnsdwr iy Listed.

AsicosFmulsd 1 oon 1 MDF

908293 UY Connector 100 Pes/Box Box 500
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Indoor Wall Mount Cabinet
Versatile wall cabinet for indoor use, installation of electrical systems Electronic
or other appropriate use. Sizes to choose from Including 12 small fo large sizes.

Specifications

- Made from Steel sheet 1.8 mm thick - PVC removable hinges easily

- A rubber seal installed inside the door - Rust protection with zine phosphate coating
- Spray paint Industrial type epoxy (Epoxy Powder Coating System)

Krone Capacity STG  Capacity
BMF Pairs BMF Pairs

030013 H=200 W=200 D=100 mm. 1 Door 1x2 20 1x2 20 Box 630
030010 Size 1 H=200 W=300 D=120 mm. 1 Door 1x6 50 1x6 50 Box 705
030020 Size 2 H=350 W=800 D=130 mm. 1 Door 1X11 100 1X11 100 Box 1,080
030030 Size 3 H=400 W=500 D=130 mm. 1 Door 2x11 200 2X11 200 Box 1,470
030040 Size 4 H=800 W=300 D=130 mm. 1 Door 1x27 250 1x27 250 Box 2,400
030050 Size 5 H=400 W=700 D=130 mm. 2 Doors 3X11 300 3X11 300 Box 2,200
030060 Size 6 H=650 W=500 D=140 mm. 1 Door 2x22 400 2xz27 500 Box 3,330
030070 Size 7 H=800 W=550 D=140 mm. 1 Door 2x27 500 2x33 600 Box 3,840
030080 Size 8 H=1000 W=550 D=140 mm. 1 Door 2X38 600 2X44 800 Box 5,010
030090 Size 9 H=800 W=800 D=140 mm. 2 Doors 3Xa7 | 750 3X33 900 Box 5,110
030100 Size 10 H=750 W=1000 D=140 mm. 2 Doors 4x22 800 4x33 1200  Box 4,740
030110 Size 11 H=1000 W=850 D=140 mm. 2 Doors 3X33 900 3X44 1200  Box 6,580
030120 Size 12 H=1000 W=1000 D=140 mm. 2 Doors 4X33 1200 4X44 1600  Box 7,600

Indoor Floor Mount Cabinet

Indoor Floor Mount Cabinet for mounting phone line connection module

type STG, Krone etc. (MDF: Main Distribution Frame) It can be used other
practical such as the installation of electrical equipment. electronic devices are

available. Sizes to choose from Including 10 small to large sizes.

Specifications

- Structure made from 4" G channel - Mads from Steel sheat 1.6 mm thick Ventiksling Hole LY T rodely TRk, Can Inztaation Key with

- Steel removable hinges easily - A ruber seal nstalled inside the door SHSEE bt B i e

- Rust protection with zine phosphate coating

- Spray paint industrial type epoxy (Epoxy Powder Coating Systam) Krone Capacity STG  Capacity

BMF Pairs BMF Pairs

040020 Size 2 H=1900 W=600 D=400 mm. 1 Door 2x66 1.200 2X88 1600  Box 14,350
040030 Size 3 H=1900 W=800 D=400 mm. 1 Door 3X66 1800 3X88 2400 Box 18,210
040040 Size 4 H=1900 W=1200 D=400 mm. 1 Door 4x66 2400  4x88 3200 Box 23,070
040050 Size 5 H=1900 W=1500 D=400 mm. 2 Doors 5X66 3.000 5X88 4000 Box 29,800
040060 Size 6 H=1900 W=1800 D=400 mm. 1 Door 6X66 3600 6X88 4800 Box 33,760
040070 Size 7 H=1900 W=2100 D=400 mm. 1 Door 7x66 4,200 7x88 5,600 Box 33,180
040080 Size 8 H=1900 W=2400 D=400 mm. 2 Doors 8X66 4800 8X88 6400 Box 41,290

040090 Size 9 H=1900 W=2700 D=400 mm. 2 Doors OX66 5400 < 9X88 | 7.200  BOX 43790
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050010
050020
050030
050040
050050
050060

Box |

911010

911020

911030

Wy

999993

999992

999990

999995

Specifications

- Made from Electro Gahanized
Steel shoet 1.6 mm thick

- Steel hing inside removable easily

- A rubber seal installed inside the door

- Rust protection with zinc phosphate

- Bpray paint industnial type epaoxy
(Epoxy Powder Coating System)

Size 2 H=500 W=300 D=140 mm. 1 Door
Size 3 H=400 W=550 D=140 mm. 1 Door
Size 4 H=500 W=550 D=140 mm. 1 Door
Size 5 H=700 W=550 D=140 mm. 1 Door
Size 6 H=800 W=550 D=140 mm. 1 Door

Box Il Box Il
Indoor Connection Box |
H=170 W=140 D=75 mm.

Indoor Connection Box Il
H=215 W=215 D=75 mm.

Indoor Connection Box (Il
H=320 W=215 D=75 mm.

Qutdoor Connection Box |
H=320 W=180 D=130 mm.
Outdoor Connection Box I
H=300 W=300 D=130 mm.
Qutdoor Connection Box Ill
H=430 W=300 D=150 mm.

Qutdoor Connection Box ||
H=510 W=350 D=180 mm.

Size 1 H=400 W=300 D=140 mm. 1 Door

Outdoor Wall Mount Cabinet

The distribution boxes serve as a connection and branching box for Outdoor
use. They accommodate STG modules and Krone LSA+ modules back mount
frame modules with or without overvoltage protection.

Krone Capacity STG Capacity
BMF Pairs BMF Pairs

Box 1,710
i1 | 100 1xi1 100  Box 1,710
X7 | 150 | %22 | 200 | Bex 1,920
2X11 | 200 | 2X17 300 | Box 2,660
2x17 | 300 | 2x22 400 | Box 3,080
2X22 400 @ 2X27 500  Box 3,300
2X27 = 500  2X33 600  Box 4,750

* Back Mount Frame not included
Indoor Plastic Box

The distribution boxes serve as a connection and branching box for indoor use.
They accommodate STG modules and Krone LSA+ modules back mount frame
modules without overvoltage protection.

Krone Capacity STG Capacity

BMF Pairs BMF Pairs

‘ ©E8 | 30 ‘ X3 | 30 Set
260
‘ 1X6 | 50 ‘ X6 | 50 | Set 275
! _
11 100 1X11 100 Set i
Outdoor Plastic Box * Back Mount Frame not included

The distribution boxes serve as a connection and branching box for Outdoor
use. They accommodate STG modules and Krone LSA+ modules back mount

frame modules with or without overvoltage protection.

Krone Capacity STG Capacity
BMF Pairs BMF Pairs

1x03 30 | 1X03 30 | Set - Call us -
1X06 50  1X06 50 St
-Call us -
: !
Wi 900 | ] 100 | set - Call us -
X1 200 ox11 200  Set -Callus -

* Back Mount Frame not included
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Box In-Room
911011 Indoor In-Room Box

H=160 W=105 D=75 mm.

In Room Steel Box

030012 In Room Steel Box

H=165W=110 D=75 mm.

Plastic Box In Room

MDF quality in-room boxes conneccion a family of versatile, compact surface
mounted boxes : The boxes consiste of removable base and cover. The base
includes a pattern of fixing holes, allowing the figment of STG, LSA+ modules,
Connection strips, Dropwire modules, DE screw type module or other electronic
componentry. The cover is locked easily and tightly with the base. The Back
Mount Frame is secured to the base, using the Screws supplied.

Krone Capacity 3M  Capacity
BMF Pairs BMF Pairs
1%3 30 X3 30 St 262

Mini Steel Box In Room

MDF quality in-room boxes conneccion a family of versatile, compact surface
mounted boxes : The boxes consiste of removable base and cover.
The Cover is locked easily and tightly with the base., using the Screws supplied.

Krone Capacity 3M  Capacity
BIMF Pairs BMF Pairs
13 30 X3 30 Set 420
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S Free Standing Rack

2 BRI W SLE Preferred frame variant for 700 pairs (STG Medule) or 600 Pair

' (Krone LSA+ Module) for accommodation of 10-pair modules on the system
B and line sides. It can be configured as follows

Free Satnding Rack ULl Rack IUaod

- Wall-secured standing distribution frame (Standing distribution frame. fixed

fo the wall)

JUVILE Taseunsndar Ul anFiondi

aacin I

WERTICAL
WIRE GUIDE S5

2210 mn

FoUEsL gLy

W00 E B T

SwousEELTn wosseEnslsdarinaliny - - Freestanding distribution frame, single-sided (Freestanding distribution frame,
ELNSTETERILOLNT (Vertical) IdlUTio fixed to the ceiling)

* Back Mount Frame not included

- Freestanding distribution frame, two-sided (Freestanding, back-to-back
distribution frames. screwed together, fixed to the ceiling)

3 B
.. WIRE GUIDE- " WALK-MAUNT FRAME FOR STG 800 PAIRS

J0 00 000 00610

“— BACK-MOUNT FRAME FOR LSA+ 700 PAIRS

‘im,, ‘_fﬁ_:_ Krone Capacity STG Capacity
BMF Pairs BMF Pairs
040110 Free Standing Rack Single Vertical 1x33, 700 1X44. 900 Set 3,800
Dimension H=1200 W=900 D=300 mm. 1X44 1X55
040120 Free Standing Rack Double Vertical 2X33. 1400 2x44, 1800  Set 8,000
Dimension H=1200 W=900 D=300 mm. oX44 OX55

* Back Mount Frame not included
Cross Connect Cabinet

Cross connect cabinets allow for termination of and cross-connections between
cabling elements. Cross-connect Cabinet that feature center-feed horizontal
jumper runs for efficient installation of jumpers. The units are cabinets are
intended for use as a serving area interface or in a standard cross-connect

application for feeder and distribution cables.

Krone Capacity STG  Capacity

BMF Fairs BMF Pairs

060010 Cross Connect Cabinet Size 1 3x33 900 3x44 | 1,200 @ Set - Call us -
Cabinet Size H=1075 W=805 D=255 mm. 2 Doars
Base Size H=305 W=925 D=380 mm,

060020 Cross Connect Cabinet Size 2 4x33 1200 4x44 1600  Set - Call us -
Cabinet Size H=1075 W=1020 D=255 mm. 2 Doors
Base Size H=305 W=1140 D=380 mm.

060030 Cross Connect Cabinet Size 3 6x33 1,800  6x44 2400  Set - Call us-
Cabinet Size H=1075 W=805 D=380 mm. 4 Doors (2 Side) (2 Side)
Base Size H=305 W=925 D=380 mm.

060040 Cross Connect Cabingt Size 4 8x33 2.400 Bxd4 3.200 Set - Call us -
Cabinet Size H=1075 W=1020 D=380 mm. 4 Doors (2 Side) (2 Side)

Base Size H=305 W=1140 D=380 mm.

* Back Mount Frame not included
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Jumper Wire Guide Type “D” Plastic
N T Provides horizontal or vertical cable management in medium size cabinet
£ (MDF and TC)

100 mm.

Mo wanaGaadoR ETODOS TSN EILIG MOF tar TC MLGawisa0stiany

i [

: ¥ Enounn FvsLgwhaTEanaLuna T

| £l I

Dimension
908270 Jumper Wire Guide Type D Plastic EA 40

, Jumper Wire Guide Type “0” Plastic
j Provides horizontal or vertical cable management in small and medium size
£ cabinet (TC)

sl HasdtE TEwWaAGARao b ENRaI s DL TamETU i MDF i TC UGawUlsonsiada e

E

=

1 " . - .
E J CILDULEHE T SLWIRa IECL TGN
i

Dimension

908273 1Jumper Wire Guide Type O Plastic EA 20
Jumper Wire Guide Type “D” Steel
| Provides high capacity storage of horizontal or vertical cable management in

ﬂ ! -t A0 mm . N

i3 . } large size cabinet (MDF)

E ’ 3

:L m' HIUTT LA RSO aITETUE cy (Vertical) mallag MDF autclig)

LA Cross Connect LouLn

130 mim

BO mm

L -l e T

Dimension

908271 Jumper Wire Guide Type “D" Steel EA 70
" e M Jumper Wire Guide Type “D” Double
E-l El Provides high capacity storage of horizontal cable management in large size
W | | [ [ ¢ cabinet cwop
o —d LB : MR UL TnGODENEIFOR SI0ELEEMLOUOL (Horizontal) melug MDF aunaliry

s HLUCDIL SOCSUATERILOLLAN SaLAmInLanlad

908276 Jumper Wire Guide Type “D” Double Box 190

Wire Connector Type UY
(vound. ay:for A ground bar is a copper metal used for drain the over voltage and over current
] t cabinet s ;
e to grounding system for protect equipment of telephone system.

Ground bar ansuLiispdl iansiawianaaunt ( Qver voltage and over current)

Ground har for AOSIDALDESLU Profector SUESUUAEEAL IFORTILLRaEMorUnsaUBouaalusuinser

Fioor mount cabinet

908280 Ground Bar for Wall Mount Cabinet Ea 300

908281 Ground Bar for Floor Mount Cabinet Ea 1.000
* Supplied with screw and ground cord




UTP Solution

Catagory 5e UTP Cable

RIP CORD
CONDUCTOR
CORE 4 PAIRS
CABLED TOGETHER
INSULATION
JACKET

PAIRS: TWISTED WITH
DIFFERENT LAYS

| DIA NOM -

-f 64.1/68.4

20.0/26.0

1 62.2/66.2
4 23.1/29.0 51.1/55.3
8 24 .5/30.5 44.9/49.8
10 25.0/31.0 42.7/47.2
16 25.0/31.0 37.8/4286
20 25.0/31.0 35.3/40.6
25 24.3/30.3 32.7/37.6
31.25 23.6/29.6 30.0/35.5
62.5 21.5/27.5 20.1/25.7
100 20.1/26.1 11.9/18.2
155 18.8/24.8 2.0/9.7
200 18.0/24.0 1.1/4.8
Box 3,400
* 305 m. / Box

UTP CAT5e CABLE Aednenasunsdiindeafiviianldluszuu LAN
finusage MAXIMUM wes SPEED ag#i 1Gbps
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Catagory 6 UTP Cable

RIPCORD
CONDUCTOR

CORE: 4 PAIRS
CABLED TOGETHER

CROSS FILLER
INSULATION
JACKET

PAIRS: TWISTED WITH
DIFFERENT LAYS

4 DIA NOM e

Performance Characteristics (meet or exceed TIA/EIA-568-B.2-1 Catagory 6)

Frequency Aftenuation = NEXT, dB  PSNEXT, dB  ELFLEXT, dB PSELFECT, dB Return Loss, dB  ACR, dB PSACR, dB
MHz dB/100m Max. Min./Typical  min./Typical minJ/Typical ~ Min./Typical =~ Min./Typical  min./Typical min./Typical
0.772 1.63 79/96.81 77/94.11 70/92.02 67/90.99 -36.55 77.2/95.18 75.2/92.48
31.25 10.03 51.9/73.62  49.9/70.87  37.9/61.34  349/59.43 236/34.05 | 41.2/6358 42.3/60.97

62.5 1430 474/6753  454/65.99  31.9/55.28 & 28.9/53.62 215/33.98 | 32.0/53.23 32.6/51.87

100 18.03 443/6374  423/62.35  27.8/53.30 = 24.8/5168 201/35.98 | 24.5/4551 25.2/44.12

200 2612 39.8/63.23  87.8/60.66  21.8/42.22 = 18.8/41.38 18.0/32.75 | 10.8/37.57 12.0/34.59

250 2932 38.3/58.28 364/5537  10.8/3845  16.8/38.02 17.3/3717 | 56/2914 6.2/26.48
600016 1427071-6 Category 6 Cable 24 AWG CM Box 4,000
600016-1 9-1427200-6  Category 6 Cable 23 AWG CMR Box 4,500

* 305 m. / Box

UTP CAT6 CABLE Aaaienasunsfiindeavisinaldluszuu LAN
A% MAXIMUM 289 SPEED egl 10Gbps BANWIDTH 250MHz
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RJ45 Modular Plug

- Meets TIA and IS0 requirements for component performance
- Compatible with faceplate found in this pricelist

- Each kit includeds : plug housing and load bar

- Load bar helps maintain pair twist

- RoSH compliant

Cat, 58 RJ45 Modular Plug Cat6 RJ45 Modular Piug - Molded with UL94V-0 plastic

- UL listed E81956

Category Se Modular Plug

600315 5-569278-2 Cat.5e RJ45 Modular Plug Ea 11
Category 6 Modular Plug
600316 1479185-3  Cat.6 Modular Plug Ea 35

RJ45 Modular Jack
- Thin profile improves outlet density

y 4 - - Modular Jack available with integral dust covers
N a @ - 180 or 90 degree cable dress for easy termination
‘ | o/ - Meet or exceed all EIA and [SO component
: - Compatible with faceplate found in this pricelist
- Bend limiting strain relife include with unshielded jacks

Cat 56 RJ45 Modular Jack Cat6 RJ45 Modular Jack Outilet b Cat.5e wa Caté dmsuliria 3 oA (Strain relef)
Category 5e Modular Jack reedUnsaALLCTIUNGD (Dust Cover) IB0Iuldris Facepiates Kits nbyul Standard i@ with Shutter

600515 1375191-1  Cat.5e RJ45 Modular Jack Ea 110
Category 6 Modular Jack

600516 1375055-6  Cat.6 Modular Jack Ea 125

UTP Patch Panel SL Series

- Accepts AMP SL Series Jacks

- Meet or exceed TIA and ISO Category 5e and 6 component performance
- Ports may be individually replaced

- Universal wiring may be terminated to T568A or T568B

Category 5e Patch Panel

600215 1479154-2  Category Se Paich Panel 24 Port Ea 3,100

600216 1479155-2  Category 5e Patch Panel 48 Port Ea 5,790
Category 6 Patch Panel

600217 1375014-2  Category 6 Patch Panel 24 Port Ea 4,220

600218 1375015-2  Category 6 Patch Panel 48 Port Ea 8,300

UTP Cable Assemblies

r Enagiess Boot
[ - - Standard patch cables for data patching and outlet connections
| - Meet or exceed Category 5e and 6 performance standards
m r c@" - 4-Pair stranded unshielded. 24 AWG conductors
(b I I 3 I .
== - Non-plenum (CMR rated)
‘ ‘ - Universal wiring To68A/To68B

- Booted cable assemblies

Category 5e Patch Cord

600111 1859239-4  Category 5e Patch Cord 4 feet Ea 100

600121 1859239-7  Category Se Patch Cord 7 fest Ea 120

600131 1-1859239-0 Category 5e Patch Cord 10 feet Ea 130
Category 6 Patch Cord

600141 1850247-4  Category 6 Patch Cord 4 feet Ea 110

600142 18592477  Category 6 Patch Cord 7 feet Ea 130

600143 1-1859247-0  Category 6 Patch Cord 10 feet Ea 150




UTP Solution

-

N4

Yellow

Modular Plug Boot

- For use with 8 position modular plug (RJ45) to provide external strain relief

- Snagless feature protects plug latches

- Molded integral locking latch prevents boot retraction

- Plug will not “grab™ one another while being removed

- Boot design to fit cable diameter .217 (5.33 mm.) norminal

- Material : Elastomer Polyolefin Melding Compound Santoprene, UL94V-0 Rate
- Standard 3 Colors Red, Blue and Yellow

600420 272354-3 Modular Plug Boot, Red Ea
600440 272354-3 Modular Plug Boot, Blue Ea
600450 272354-3 Modular Plug Boot, Yellow Ea
- — Face Plate Kits Standard
5 - - = . F | - Work area outlets shall be construced utilizing 110 connect
! - Accepts all 110 connect jacks, MTRJ outlet shielded and unshielded
Ie [—1 j ¢ [— [_] ¢ - Supplied with icons, labels and labels covers
- — = - Made from ABS
- Screws - zine plated carbon steel
Faceplates Kits Faceplates Kits
1 Porls Standard 1 Ports Standard
600615 2723521 Faceplates Kits 1 Ports Standard Ea 25
600625 272354-2 Faceplates Kits 2 Ports Standard Ea 25
Faceplate Kits with Shutter
£ ] - =

- Work area outlets shall be construced utilizing 110 connect

- Accepts all 110 connect jacks, MTRJ outlet shielded and unshielded
- Supplied with icons, labels and labels covers

- Made from ABS

- Screws - zine plated carbon steel

Faceplates Kits Faceplates Kits - Shutter for dust proof
1 Ports with Shutter 2 Ports with Shutter
600626 272368-1 Faceplates Kits 1 Ports with Shutter Ea 35
600627 272368-2 Faceplates Kits 2 Ports with Shutter Ea 35
Wall Box

Wall Box ILUwWeraaalaoc L

Tnenacoaos 161G Facaplate Kits

AL Standea

anrbaensnlolcrn

L Panasonic, Haco T

210635 Wall Box

* Mot Include RJ45 Modular Jack
** Supplied with square box and screw

600455 Pop-Up Floor Mount for 1 to 3 Outlets

- For work area outlets

- Accepts all AMP Faceplates and electrical faceplates such as Panasonic.
Haco and others

- Made from Plastic

Ea 16
Pop-Up Floor Mount for RJ45 Modular Jack

Our Pop Up designs for installation in raised floor or installation for your
requirement. The Pop Up have the optional 1 1o 3 port all RJ45 Modular Jack.

Pop-Up Floor Mount [5d1rsTiadh RM5 Modular Jack ULiRL

Usnouche Case Pop-Up nacularniibii ianaanseo

IDLEIUT 110 5L Sertes Adaptor

Ea 1,600
* Not Include RJ45 Modular Jack
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RJ45 and RJ11 Crimp Tool
- Crimping tool for plug made in Taiwan
- Crimping tool for plug.6&8pin for RJ45 and RJ11 compatible.
- Used for network cable connections
: - Die spec sutable 8P8C 6PEC modular plugs
- Integrated stripping blades
EXON.
600720 RJ45 and RJ11 Crimp Tool With Ratchet : EXON Ea 1,500

7@” Impact Punch Down Tool
- Simple twist-lock chuck provides quick and secure blade changes
/ - Built-in hook and spudger tools
- Soft-grip handle for all-day comfort
- Adjustable Hi-Lo impact pressure selector for different gauge wire
- Storage compartment for blade
" - For 110 terminal blocks

210710 Impact Punch Down Toal Ea 1,350

Line Man Test Set

Telephone Lineman Test Set / LTS-48" which gives its user DTMF and Pulse
mode selection. LTS-48 also provide Last number redial, 10 Speed dial, Flash,
Mute, High impedance monitoring, Polarity independent with indicator and
Ringing ( with reliable buzzer). This handy Test Telephone is xDSL and POTS

1

service safe for data communications on network . Also its case is rugged and

CB P A N T O N G safety with all non-conductive package so it more applicable for authorized
repair technicians and for temporary communication.

600721 Lineman Test set (Pantong LTS-48) Ea 5,800

Metodo 2 Tone Generator

- Pair or Cable identification and tracing with out damaging insulation
- Locatioof faulty (open) conductors

- contynu testing

- Polarit tsting

- indication of ringing voltages

- Providing talk battery for communication between locations

- Tip/ring (A/B) side identification

- Short circuit detection

- Line verification and condition

(DPANTONG

600721X Tone Generator (PANTGOG Metodo2) Ea 2,850




Fiber Optic Solution

Indoor Fiber Optic Cable

- Suitable for horizontal and in-building backbone cabling and for direct termination
with MT-RJ jacks and MT-RJ SECURE jacks as well as epoxy/polish, LightCrimp
connectors, and LightCrimp Plus connectors

- Suitable for cabling between buildings if buried in conduit below the frost line

- Strippable 900um tight-buffered coating allows for easy termination

- TIA color-coded buffered fibers for easy identification

- The optical fiber cable contain tight-buffered fibers surrounded by aramid yarns
strength members, PVC jacket

- The cable jacket is yellow for Singlemode and orange for Multimode.

- UL and cUL listed OFNR (Riser)

Performance Specifications

Fiber Optic Zipcord

Indoor Fiber Optic Cable

AMP distribution fiber optic cables are designed and tested in accordance with

b e ° TIA/EIA 568B. IEEE 802.3 ISO/IEC 11801 and IEC 793-1/794-1 (Bellcore)
© 0 Arsmid Yarms GR-409-CORE. Performance specifications are measured in accordance with
i 6 . 0 s with EIA Fiber Optic Test Procedures.
€ Optical Fiber
Mechanical Specifications
Fiber Nominal 0.D. Nominal Min. Bending Radius Rated Tensile Load Temperature
Count ALY \:(Ve;ﬂht Installation Longterm Installation Long Term z ;
gikm mm (in) mm (in) N N Storage Operation/installation
4-fiber 4.8 19 96 48 1400 600
6-fiber 48 21 96 48 1514 757 40°%to -20 °c to
8-fiber 54 26 108 54 1514 757 +70 % +70 %
12-fiber 6.2 32 124 62 1514 757
24-fiber 8.8 60 176 88 1514 757
50/125pm Multimode Fiber Optic Zipcord
606502 18594252  50/125um 2 Core Multimode Opiic Zipcord m. 30
50/125pm Multimode Fiber Optic Cable Indoor
606504 5029852  50/125um 4 Core Multimode Fiber Optic Cable Indoor m. 50
606506 502989-2 50/125um 6 Core Multimode Fiber Optic Cable Indoor m. 60
606512 502991-2 50/125m 12 Core Multimode Fiber Optic Cable Indoor m. 100
50/125pm XG Multimode Fiber Optic Zipcord
606502X 18594254  50/125um XG 2 Core Multimode Fiber Optic Zipcord m. 40
_ 50,-‘125|.lm XG Multimode Fiber Optic Cable Indoor _
606504X 502985-8  50/125um XG 4 Core Multimode Fiber Optic Cable Indoor m. 70
606506X 502989-8 50/125pm XG 6 Core Multimode Fiber Optic Cable Indoor m. 95
606512X 502991-8  50/125um XG 12 Core Multimode Fiber Optic Gable Indoor m. 170
9/125pm Singlemode Fiber Optic Zipcord
606902 1859425-2  9/125um 2 Core Singlemode Fiber Optic Zipcord m. 20
9/125pm Singlemode Fiber Optic Cable Indoor
606904 502985-4 9/125um 4 Core Multimode Fiber Optic Cable Indoor
606906 502989-4  9/125um 6 Core Multimode Fiber Optic Cable Indoor
606912 502991-4 9/125um 12 Core Multimode Fiber Optic Cable Indoor

TIP

= Multimode ([Tuane Fiber Optic DaovUUNARS 62.5/125um l1a: 50/125um
- Singlemode [Duzne Fiber Optic DuA 9/125um NEaUAEio

TBuun 8.3/125pm Buludaowimnewlusumsisou
- Zipcord AeaeleuiiuguiFes 2 iduibaufniudnuru:susn

ndoutay 8 ouau (Figure 8)

anru:ansnuu Figure 8§
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Fiber Optic Cable Outdoor, Dielectric

AMP Netconnect OSP (outside plant) cables are designed for campus-type
environments, Aerial links (whenuse a messenger strand) or Ducted under-
ground service for long runs between buildings cables are meet TIA/EIA

568-C and ISO/IEC 11801 requirements for optical fiber cable performance,
and are designed to exceed all of the performance requirements for current

and proposed applications such as 100BASE-F Gigabit Ethernet 1000Base-
SX/LX. 155/622 Mbps ATM, 10Gigabit while still supporting legacy LED

and VCSEL Thesystem fulfills the specifications of IEEE 802.3z, Gigabit Ethernet,
IEEE B02.3ae,10Gigabit and 40/100Gbps Ethernet. The cables are available with

Fibers Singlemode 082, 62.5/125dm Extended Grade OM1 or 50/125lmn OM2
and 50/125Um Laser Optimized (XG) OM3 and 50/125dm OM4 Fiber.
Waleblocked Bufler Tibe Performance Specifications

AMP Netconnect OSP (outside plant) fiber optic cables are designed and tested

Strength Members
in accordance with TIA/EIA 568-C.3, IEEE 802.3 Standard ISO/IEC 11801,

BN Telcordia (Bellcore) GR-20-CORE, ITU-T G.652D. ICEA 596, ICEA 696
Performance specifications are measured in accordance with EIA Fiber Optic
Test Procedures (EIA/TIA-455 documents) and the test procedures of IEC 60793,
IEC60794.
Mechanical Specifications
G Nominal O.D. Nominal Min. Bending Radius Rated Tensile Load Temperature
k. mm (in) Weight -
Count Kg/Km Installation Long term Installation Long Term Crush Installation  @Peration
mm mm N N Resistance : .lStorage
4-12 fiber 75 50 150 75 1500 600 20 % 1o 40 °c to
1000 N/ 10cm +80 % +70 %
24-fiber 12 92 224 112 2700 890 2000 N/10cm  -20° to 40 °¢ to
48-fiber 1.2 02 224 112 2700 890 2000 N/1Dem  *60°% +70 %
50/125pm Multimode Fiber Optic Cable Outdoor, Dielectric
608504 769507-2 50/125um 4 Care Multimode Fiber Optic Cable Outdoor, Dielectric m. 50
608506 7695092  50/125um 6 Core Muitimode Fiber Optic Cable Outdoor, Dielectric m. 70
608512 769510-2 50/125pum 12 Core Multimode Fiber Optic Cable Outdoor, Dielectric m. 85
50/125um XG Multimode Fiber Optic Cable Outdoor, Dielectric
608504X  1427431-3  50/125pm XG 4 Core Multimode Fiber Optic Cable Outdoor, Dielectric m. 80
608506X  1427432-3  50/125um XG 6 Core Muitimode Fiber Optic Gable Outdoor, Dielectric m. 90
608512X  1427433-3  50/125um XG 12 Core Multimode Fiber Optic Cable Outdoor, Dielectric m. 160
9/125um Singlemode Fiber Optic Cable Outdoor, Dielectric
608904  769507-4  9/125um 4 Core Singlempde Fiber Optic Cable Outdoor, Dielectric m. 35
608906  769509-4  9/125um 6 Core Singlempde Fiber Optic Cable Qutdoor. Dielectric m. 40
608912  769510-4 9/125um 12 Core Singlempde Fiber Optic Cable Outdoor, Dielectric m. 50

P - @ Fiber Optic 5TR Dielectric [OuanenaanuuulrsvasonlubdoulaueveansDusoilui

Tl (All Dielectric) fia2ne Fiber Optic D:Sosaglu Loose Tube aulden mslduup:inlusasat)
lurieinan nSeria HOPE ialauriudndu

- Loose Tube Aarianussoane Fiber Optic Aussaldognonaouq feufo:AuosausuSauLeN

Loose Tube riafussgane
Fiber Optic [Fotnonanun
- XG Cable [Uuang Fiber Optic ﬁsaus’uu*lmsg’lumsduﬁagaﬂmu1§3§u 10. 40 ua: 100Gbps

sansumsauialandgiiautamsas (Laser Optimized)
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PE. Palyethylens
Outer jacket

Loose Tube Buffer

Water blacking

Fiber Optic Cable Outdoor, Armored

- Suitable for inter-building backbone cabling (aerial. duct or direct buried)

- TIA color-coded fibers for easy identification

- Water-blocking Gel technology

- UV-protected jacket for harsh outdoor environments

- Corrugated steel tape with copolymer coating

- Compatible with splitter kits for termination with epoxy/palish, LightGrimp
and LightCrimp Plus connectors

- Approvals for RoHS Compliant

Performance Specifications

AMP OSF (outside plant) fiber optic cables are designed and tested in
accordance with TIA/EIA 568B. IEEE 802.3 Standard .ISO/IEC 11801, Telcordia
(Bellcore) GR-20-CORE. ITU G.652D. ICEA 596, ICEA 636 Performance
specifications are measured in accordance with EIA Fiber Optic Test Procedures
(EIA/TIA-455 documents) and the test procedures of IEC 60793, IEC 60794,

Glass Yams
Strangth Mambsrs

Watr bigcking Gal
Optieal Flbor

Corrugated Sieel Tape
Armored

Mechanical Specifications

Fiber NominaI_O‘D. Nominal Min. Bending Radius Rated Tensile Load Temperature
Count v i) ':(V:;l‘g(:"t Installation Longterm Installation Long Term Crush installation Operation
mm N N Resistance IStorage
4-fiber 103 108 206 103 2700 890
-20°% to -40 ¢ to
6-fiber 10.3 108 206 103 2700 890 1500 N/
8-fiber 103 108 206 103 2700 890 10em 0% 0%
12-fiber 10.3 108 206 103 2700 890
24-fiber 12.4 138 248 124 2700 890 2500 N/10em
36-fiber 12.4 138 248 124 2700 890  2500NAOem 2oclo  A40clo
48-fiber 124 138 248 124 2700 890 2500 N/10cm
50/125pm Multimode Fiber Optic Cable Outdoor, Armored
608504A  1427431-2  50/125um 4 Core Multimode Fiber Optic Cable Outdoor, Armored m. 60
608506A  1427432-2  50/125pm 6 Gore Multimode Fiber Optic Cable Outdoor, Armored m. 80
608508A  1427433-2  50/125um 8 Core Multimode Fiber Optic Cable Qutdoor, Armored m. Call
608512A  1427434-2  50/125pm 12 Core Multimode Fiber Optic Cable Outdoor, Armored m. 105
608524A  1427435-2  50/125um 24 Core Multimode Fiber Optic Cable Outdoor, Armored m. 165
50/125um XG Multimode Fiber Optic Cable Outdoor, Armored
608504XA 1427431-3  50/125um XG 4 Core Multimode Fiber Optic Gable Qutdoor, Armored m. 90
BOB506XA 1427432-3  50/125um XG 6 Core Multimode Fiber Optic Cable Outdoor. Armored m. 110
608508XA 1427433-3  50/125pm XG 8 Core Multimode Fiber Optic Cable Outdoor, Armored m. Call
608512XA 1427434-3  50/125um XG 12 Core Multimode Fiber Optic Cable Outdoor, Armored m. 180
B08524XA 1427435-3  50/125pum XG 24 Core Multimode Fiber Optic Cable Outdoor, Armored m. 320
9/125pm Singlemode Fiber Optic Cable Outdoor, Armored
608904A  1427431-4  9/125um 4 Core Singlempde Fiber Optic Cable Outdoor, Armored m. 45
608906A  1427432-4  9/125um 6 Core Singlempde Fiber Optic Cable Outdoor, Armored m. 50
608908A  1427433-4  9/125um 8 Core Singlempde Fiber Optic Cable Outdoor. Armored m. Call
B08912A  1427434-4  9/125um 12 Core Singlempde Fiber Optic Cable Outdoor, Armored m. 60
608924A  1427435-4  9/125pm 24 GCore Singlempde Fiber Optic Cable Outdoor, Armored m. 80

Tl

- @e Fiber Optic bln Armored (Buanelonfoiiavidins :Ueouiuiiu
Uaenlar:tanuru:iuasusglAGuvevauausauuan [lolaviuaiedisa
pInuavDAUAgAY: aesintiouousaulenioINgan PE nUMUKa
NsA-MY lad@muinndauniassielan

Armored Ins:0ounu
aelouriathuan
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o SC Connector
e / - Each connector kit comes with accessories needed to terminate to 250 pm
j "4 > = fiber, 900 pm tight-buffered fiber. 900 pm easy-strip. buffer tube splitter kits,
w5 L
IV, " a® 1.6-2.0 mm and 3 mm cable
é‘? v - Suitable for use with heat-cure or anaerobic (quick cure) epoxies

- Pre-radiused ceramic ferrules for easy polishing
) - Multimode connectors are suitable for used with 50/125 pm. XG (850 nm
SC Duplex Connector SC Simplex Connector LO 50/125 pm) and 62.5/125 pm fibers

- Mates with standard couplers. adapters and adapter plates

602010 5504657-5  SC Duplex Multimode Connector Ceramic  Boot Type(s) 250um, 900um. 3mm Ea 195
602013 5503948-5  SC Simplex Multimode Connector Ceramic  Boot Type(s) 250pm, 900pm, 3mm Ea 100
602012 5504655-1  SC Duplex Singlemode Connector Ceramic  Baot Type(s) 250um, 900um. 3mm Ea 200
602011 5504646-7  SC Simplex singlemode Connector Ceramic  Boot Type(s) 250um. 900pm. 3mm Ea 110

ST Connector

f - Each connector kit comes with accessories needed to terminate to 250 pm
fiber. 900 pm tight-buffered fiber, 900 pm easy-strip. buffer tube splitter kits,
@f / 1.6-2.0 mm and 3 mm cable

W - Suitable for use with heat-cure or anaerobic (quick cure) epoxies
- Pre-radiused ceramic ferrules for easy polishing
- Multimode connectors are suitable for used with 50/125 pm, XG (850 nm
ST Connaclor L0 50/125 pym) and 62.5/125 um fibers
- Mates with standard couplers, adapters and adapter plates

602041 5503571-3 ST Simplex Muttimode Connector Ceramic  Boot Type(s) 250pum, 900um, 3mm = 90
602045 5502580-2 ST Simplex Singlemode Connector Geramic ~ Boot Type(s) 250um, 900pm. 3mm Ea 120

LC Connector

» - LC small form factor design is half the size os SC
- Each connector terminates one 900 um tigh-buffred fiber. one 3 mm.
= / jacketed cable or one 1.62.0mm jacketed fiber (select appropriate part number)
',0 @Q - Duplex kits include two simplex connectors and one duplex clip
/ @ s(, - Suitable for use with heat-cured or anaerobic (quick cure ) epoxies
/ - Pre-radiused ceramic ferrules for easy polishing

- Multimode connectors are suitable for used with 50/125 pm, XG (850 nm
LO 50/125 pm) and 62.5/125 pm fibers

£ Diupim Ronecia - Mates with standard couplers. adapters and adapter plates

602060 1918377-3  LC Duplex Multimode Connector Ceramic  Boot Type(s) 250um 300um 3mm Ea 170
602061 1918376-1  LC Duplex Singlemode Connector Ceramic  Boot Type(s) 250pm 900um 3mm Ea 210

frouaonu @oidelnouaBenuinndt Polymer LNl Loss Aldvindimsliro
Connector 1lWU Polymer Tuadinun

T'P - Connector WU Ceramic INU Ferrule WARDINGAR Zirconia BuilunSsMBTANTOACALTR

b =
Ferrule

Ferrule INUAD Fiber Optic
iBunuy Ceramic
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Snap-In Adaptor Plates

6-Fiber  ANMP NETCONNECT Snap-in Adapter Plates provide an array of connectivity
options for today’s fiber optic networks. Snap-in adapter plates are used with
AMP NETCONNECT Rack Mount and Wall Mount Fiber Optic Enclosures.
Designed for maximizing not only flexibility and reliability, but also fiber density

12-Fber ApIP NETCONNECT snap-in adapter plates help fulfill the promise of fiber optic
networks.

12-Fiber
B-Fiber
12-Fiber \ 24-Fiber
k@“&\‘&gq\%}g §, :'
SGC Style LC Style
* All Snap-in Adapter Plates fit MDF unloaded Fiber Enclosures included in this catalog.
ST Snap-In Adaptor Plates
604020 559557-1 6 Fibers ST Multimode Snap-In Adaptor Plates Ea 790
604021 1278567-1 12 Fibers ST Multimode Snap-In Adaptor Plates Ea 1,640
604025 559515-2 6 Fibers ST Singlemode Snap-In Adaptor Plates Ea 1,190
604026 1278567-2 12 Fibers ST Singlemode Snap-In Adaptor Plates Ea 1,930
SC Snap-In Adaptor Plates
604030 559558-1 6 Fibers SC Multimode Snap-In Adaptor Plates Ea 950
604031 559596-1 12 Fibers SC Multimode Snap-In Adaptor Plates Ea 1,300
604055 559558-2 6 Fibers SC Singlemode Snap-In Adaptor Plates Ea 1,100
604036 559596-2 12 Fibers SC Singlemode Snap-In Adaptor Plates Ea 1,850
LC Snap-In Adaptor Plates
604037 1374463-3 12 Fibers LC Multimode Snap-In Adapter Plates Ea 1,200
604038 1435516-2 24 Fibers LC Multimode Snap-In Adapter Plates Ea 2,200
604039 1374463-1 12 Fibers LC Singlemode Snap-In Adaptor Plates Ea 1,490
604040 1425516-1 24 Fibers LC Singlemode Snap-In Adaptor Plates Ea 3,140

‘P - Snap-In Adaptor Plates 200 Singlemode @ wnsnllAnAvAU Multimode 1a: Singlemode
I douon Furrule vev Singlemode DAoUasdeAIa:ANTT Multimode LN

Fiber Optic Adaptor

|
Snap Plate
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Fiber Optic Patch Cord

AMP NETCONNECT fiber cable assemblies tight-buffered cables are designed and
tested to conform to the fiber and cable performance requirements of the TIA/EIA
568-C. ISO/IEC 11801:2002 Standards. Accordingly. the cables meet or exceed all
of the performance requirements for current and proposed applications such as
IEEE 802.3 Ethernet (including 10 Gigabit Ethernet), ATM. Fiber Channel, FDDI

g and others.

SC-SC Fiber Optic Patch Cord
605010 2105050-3 50/125 pum SC-SC Duplex Multimode Patch Cord 3 m. Ea 850
609000 2105052-3 SC-SC Duplex Singlemode Patch Cord 3m. Ea 850

ST-ST Fiber Optic Patch Cord

605070 2105058-3 50/125 um ST-ST Duplex Multimode Patch Cord 3 m. Ea 830

609040 2105080-3 ST-ST Duplex Singlemode Patch Cord 3m. Ea 790
LC-LC Fiber Optic Patch Cord

605193 2105026-3 50/125 pm LC-LC Duplex Multimode Patch cord 3 m. Ea 750

609163 2105028-3 LC-LG Duplex Singlemode Patch cord 3 m. Ea 720

Fiber Optic Pigtail

AMP NETCONNECT pigtail cable tight-buffered cables are designed and tested to
conform to the fiber and cable performance requirements of the TIA/EIA 568-C.
\ ISO/IEC 11801:2002 Standards. Accordingly. the cables meet or exceed all of the
\ J performance requirements for current and proposed applications.
‘ / The cables are available in LSZH, and PVC rate. Fiber Opti Test Procedures
/ (EIATIA-455 documents) and the test procedures of IEC 60793 and IECE0794,
IEC62321. IEC61300-2.-3 and Visual and Mechanical Inspection.
AMP Pigtail optical fiber cable assemblies are cut a half IBI"IQJ[h and the test procedures of IEC60793 and IEC60794, 1EC62321,1EC61300-2.3
Gf Cabfe in to 2 p|gia“s fm’ one Da” number AMP Netcﬂnnem and Visual ﬂﬁd Mechaniﬂﬂl lﬂspeﬁﬁon i FOTP'13.{FOC|S10} for LG
pigtail built and tested individually to ensure low light loss and  These cable assemblies are manufactured in the factory where the best
and years of dependable performance. quality control and testing ensure the best performance and highest process.
Cable assemblies are available in various standard lengths.

SC Fiber Optic Pigtail

605300 2105006-2 50/125 um SC Simplex Pigtail Multimode 2 m. Ea 340

609310 2105008-2 SC Simplex Pigtail Singlemode 2 m. Ea 320
ST Fiber Optic Pigtail

605400 2105010-2 50/125 pm ST Simplex Pigtail Multimode 2 m. Ea 360

605410 2105012-2 ST Simplex Pigtail Singlemode 2 m. Ea 360

- LC Eitqer Uptic .Pigtail . . .
605200 2105002-2 50/125 pm LC Simplex Pigtail Multimode 2 m. Ea 415
609210 2105004-2 LC Simplex Pigtail Singleimode 2 m. Ea 340




Fiber Optic Solution

2U Rack Mount

1U Rack Mount

Enclosure for 6-12 Fiber Enclosure for 24 Fiber

603010
603020

1U Rack Mount Enclosure for 6-12 Fiber
2U Rack Mount Enclosure for 24 Fiber

Blank Snap-In Adaptor Plates liTauanld Apaptor Plates AL

wwatonrLwL, Jaanianuaoy, HEomap Wimdriumely Aber Optic Endlosure

604010 Blank Snap-In Adaptor Plates

215103 Cable Route (2 Pcs/Set)

~

Ll Gl €

215104 Fusion Splice Protective Sleeve

Spiice Tray ICUmiainaod
Protection Sleeve awnsnifuicEmEaam

24 Core WoETSIOHUAIODALILSON

o0 Splice &l Fiber Oplic

215106 Splice Tray for 12-24 Fiber
Clear Protection Tube [iaudoniuaT

Fiber Optie AOOEGET PSR

(Sesoeil Fiber Opbc Enclosure

215107 Clear Protection Tube 900 um.

TIP

nSo FDU (Fiber Optic Distribution Unit)

- Fusion Splice AomsreiBauang fiber Optic [nerhlidamunthuevaienasuideuriernu
deulSmsrialiousias Electric Arc nd1 Arc Splicing 88 Electric Arc Fusion Splicing
aunsnrilafomsiBeuraanes:nanome tansideuraidivans Pigtail foans:oneats

FDU Rack Mount Enclosure

FDU Rack Mount Enclosure family of rack mounted optical termination for the
interconnection of patch cables, a combination of patching and splicing cables.
All of the enclosures are equipped with universal 19" rack mounting brackets.
The product line supports from 6-24 and 6-48 termination panels in a variety
of standard enclosures. Termination Shelves designed with a slide out master

in 1U Rack mount enclosure model and Fixed unit in 2U Rack mount enclosure
model.

Ea 2'\_.000
Ea 2.500
Blank Snap-in Adaptor Plates

Blank Snap-In Adaptor Plates with no adapter connection holes. Blank Snap-In
Adaptor Plates used to cover any unused slots in a fiber optic Rack Mount
Enclosures to protect from dust and other debris entering the unit.

Ea 80
Cable Route

Blank Snap-In Adaptor Plates with no adapter connection holes. Blank Snap-in
Adaptor Plates used to cover any unused slots in a fiber optic Rack Mount
Enclosures to protect from dust and other debris entering the unit.

Ea 80
Fusion Splice Protective Sleeve

FinishAdapt's fusion splice protector sleeves are designed to restore the
environmental and mechanical integrity of optical fiber cables after fusion.

Ea 20
Fiber Optic Splice Tray

Fiber Optic Splice Tray is designed to safely route and store optical fiber and
associated splices. The tray is fully compliant to industry specification.

Fiber Optic Splice Tray is designed to be installed into various Splice enclosures,
as well as Fiber Optic Rack Mount Enclosures.

Ea 300
Clear Protection Tube

900pm Fiber Optic empty buffer tube for terminate fiber optic, It high quality
product for protected firber optic cable after terminate.

18

faag01A300 Fusion
Splice a1 Fiber Optic




Racking System

19" Double Wall
Mount Frame 6U

g
7

080020
19" Double Wall

Mount Rack 8l

080030 ;r
19" Double Wall |
Mount Rack 12U

Dubble Wall Mount Rack

Double Wall Mount Rack

Wall Mount Rack Enclosure Cabinet is the ideal storage solution for standard
rackmount equipment in applications with limited floor space such as wiring
closets, POS stations and offices. Adjustable vertical mounting rails with square
holes accommodate all standard 18-inch rack equipment.

Rack Wall Mount features a perforated lockable front door and side panels

(in Double Wall Mount Rack), assuring generous airflow to keep equipment
operating safely.

Double Wall Mount Rack, The side panels are removable for easy access to
equipment. The top panel of the enclosure can install ventilating fan. The bottom
panel of the enclosure include convenient cable routing port.

e gunsumaiuidos wacon
W (Ventilating Fan for Wall

Double Wall Mount Rack a5
Wall Mount Rack rbaciilitiTLs
Wall Rack) ieuciue Uo0soea %

T o

080010 19" Double Wall Mount Rack 6U H=350, W=600, D=500 mm. Box 3,500
080020 19" Double Wall Mount Rack U H=485, W=600, D=500 mm. Box 3,900
080030 19" Double Wall Mount Rack 12U H=620, W=600, D=500 mm. Box 4,500

080040
197 Single Wall
Mount Frame 6L

080050 <
18" Single Wall
Mount Rack SU

Single Wall Mount Rack
080040 19" Single Wall Mount Rack 6U H=350, W=600, D=350 mm. Box 2,600

080050 19 Single Wall Mount Rack 9U H=485, W=600, D=350 mm. Box 3,000
080055 19~ Single Wall Mount Rack 12U H=620, W=600, D=350 mm. Box 3,500

Single Wall Mount Rack

These standard 19-inch steel racks are designed for the mounting of equipment
for cable installations, especially where easy access to cables is necessary.
These racks provide more space to accommodate networking equipment and
offer improved cable management.

080055
19" Single Wall
Mount Rack 12U




Racking System

Closed Rack

Floor Mount Close Rack manufacturing includes Electrogalvanized steel sheets
perforated, welded and punched and provided with top cover with a mounted
fan. They come along with front acrylic door with lock and key back metal door
with lock and key and can be placed on the floor freely, with 4 No., cast wheels,
with lock with 4 No, jacking feed without brakes.

Floor Mount Rack can be had from the company from 15U to 42U variations
with variable depths from 600, 800 and 1,100 mm.

Nylon Cast Wheels Equipment Rack Cabla Entry Ground Link System Front Door Key Lock Back Door Key Lock

Close Rack

080060 19" Close Rack 15U H=800, W=600, D=600 mm. Box 8,700

080065 19" Close Rack 15U H=800, W=600, D=800 mm. Box 9,700

080070 19" Close Rack 27U H=1340, W=600, D=600 mm. Box 11,300
080075 19" Close Rack 27U H=1340, W=600. D=800 mm. Box 12,700
080080 19" Close Rack 36U H=1740, W=600. D=600 mm. Box 14.000
080085 19" Close Rack 36U H=1740, W=600. D=800 mm. Box 14,800
080087 19" Close Rack 36U H=1740, W=600, D=1100 mm. Box 17,500
080090 19" Close Rack 42U H=2000, W=600. D=600 mm. Box 15,100
080100 19" Close Rack 42U H=2000, W=600, D=800 mm. Box 16,000
080101 19" Close Rack 42U H=2000, W=600, D=1100 mm. Box 25,000

Open Rack

These standard 19-inch steel racks are designed for the mounting of equipment
for cable installations, especially where easy access to cables is necessary.
These racks provide more space to accommodate networking equipment and
offer improved cable management.

$

4 No. Cast Wheels 4 No. Jacking Feeds
Open Rack
080120 19" Open Rack 27U H=1300, W=530, D=700 mm. Box 4,000
080130 19" Open Rack 36U H=1700, W=530, D=700 mm. Box 4,200
080140 19" Open Rack 42U H=1966, W=530, D=700 mm. Box 4400

Tee Designed and Manufaciured
According to IEC-60297




Racking System

Blank Panel

19" Horizontal Blank Filler Panels are ideal for installations where open or
expansion rack space is to be covered. Panels are blank on one side and

090200-090230 feature.
Blank Panel 1-7U

Blank Panel
090200 Blank Panel 1U EA 110
090205 Blank Panel 2U EA 150
090210 Blank Panel 3U EA 190
090215 Blank Panel 4U EA 220
090220 Blank Panel 5U EA 250
090225 Blank Panel 6U EA 290
090230 Blank Panel 7U EA 360

Fix Shelve and Slide Shelve

\ Bl - Very compact form factor makes it ideal for any rack, and even network
\/ : / switching racks.

- Universal 19" rack design makes it simple to add a storage shelf to almost

090240 090245 any rack or cabinet.
Fix shelve 45 cm. for Fix shelve 60 cm. for - Fits all standard 19" racks.
Close Rack Deep 600 mm. Close Rack Deep 800 mm.
el
‘ " S / > i
_s«/ ¥
Do0261 090266 090262 090250 090255
Fix shelve 2U 45 cm. for Fix shelve 60 cm. for Fix shelve 1U 30 cm. for Slide shelve 45 cm. for Slide shelve 80 cm. for

Close Rack Deep 600 mm. Close Rack Desp 800 mm. Double Wall Rack Clos Rack Deep 600 mm, Glose Rack Deep 800 mm.

Fix Shelve and Slide Shelve

090240 Fix Shelve 45 cm. for Close Rack Deep 600 mm. EA 500
090245 Fix Shelve 60 cm. for Close Rack Deep 800 mm. EA 590
090261 Fix Shelve 2U 45 cm. for Close Rack Deep 600 mm. EA 540
090266 Fix Shelve 2U 60 cm. for Close Rack Deep 800 mm. EA 650
090262 Fix Shelve 1U 30 cm. for Double Wall Mount Rack EA 440
090250 Slide Shelve 45 cm. for Close Rack Deep 600 mm. EA 820
090255 Slide Shelve 60 cm. for Close Rack Deep 800 mm. EA 940

Cable Management and Fixing

- Organize your cables and provide reliable cable support.
- Black powder coating paint steel for long-lasting durability.
- Fits all standard 19" server racks.

N L R

090260 090260C 090265 090270 090275
Gable Management Pangl Gahle Management Vertical Ring Cable Back Support Bar Front Panel Fixing Pack
Panal with Cover (10 Set/Pack)

Cable Management Panel

090260 Cable Management Panel EA 270
090260C Cable Management with Cover EA 295
090265 Vertical Ring EA 110
090270 Cable Back Support Bar EA 200
090275 Front Panel Fixing Pack (10 Set/Pack) EA 70




Racking System

g AC Power Distribution
6 Multi-outlet power distribution unit is the ideal means of powering multiple loads
in 19 inch rackmount, wallmount and under-counier applications, such as

Wy internetworking. PC systems. felecommunications. audio/video. security, sound
y - reinforcement and more. Ideal for distribution of UPS, generator or commercially
090280 080285 derived AC power to protected equipment.
AL Power Distribution 6 Outlet AC Power Distribution 12 Outlet
Blank Panel
090280 ACG Power Distribution 6 Qutlet EA 1100
090285 AC Power Distribution 12 Outlet EA 1,500

Ventilating Fan

Keep coal Equipment and stage racks can easily get a hot air under the collar.
Let the 1 to 3 high-performance fans in this ventilating fan set ring some fresh

air into your rack and protect your valuable devices from overheating.
Fan 4" 220VAC

090290 000295 090300 090305
Ventilating Fan 1x4” Ventilating Fan 1x4™ Ventilating Fan 1x4” Ventilating Fan 1x4"
Ventilating Fan oAl Rark _
090290 Ventilating Fan 1x4” EA 540
090295 Ventilating Fan 2x4” EA 930
090300 Ventilating Fan 3x4” EA 1,270
090305 Ventilating Fan 1x4” for Wall Rack EA 530
Lighting Set
The lighting set can be mounted 19-inch as well as on the bottom or top of
ng:lni:nz:ge : the frame, without loss of rack space.

Lighting Set
090286 Lighting Set EA 880

‘ 090400 19” Bracket

A" Libmiclet. fav The lighting set can be mounted 19-inch as well as on the bottom or top of
Back Mount Frame ;
the frame. without loss of rack space.

090306 908191 908192
LSA+ Rack Mount STG 3U Rack Mount Back Mount STG 5U Rack Mount Back Mount
Back Mount Frame 3X5 Position Frame 2X6 Position Deep 30 mm, Frame 2X11 Position Deep 30 mm.
19" Bracket
090400 19" U-Bracket for Back Mount Frame (Back Mount Frame not Include) EA 350
090306 LSA+ Rack Mount Back Mount Frame 3X5 Paosition EA 2,000
908191 STG 3U Rack Mount Back Mount Frame 2X6 Position Deep 30 mm. EA 2,000

908192 STG 5U Rack Mount Back Mount Frame 2X11 Position Deep 30 mm. EA 3.000
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